
GUIDE FOR REVIEWING LAYOUT DRAWINGS 

1. The SIP Layout Drawings for each project are based on the information furnished to 
Premier Building Systems (Premier). Proper installation of our product should be done by a 
licensed Contractor. It is the Contractor’s responsibility to comply with all applicable federal, 
state, and local codes, regulations, and safety measures.

2. Premier SIPS Layout Drawings are for illustration purposes and SIP assembly. As such, 
these SIP Layout Drawings are not to be considered a replacement for the expertise of an 
Architect or Engineer, nor their drawings. These SIP Layout Drawings exclude any design of 
site, foundation, mechanical, electrical, or plumbing. SIP Layout Drawings are to be used in 
conjunction with Architectural and structural drawings. If anything is not clear or there are 
questions they should be immediately directed to the Architect or engineer of record. 

3. Premier makes every effort to supply complete SIP Layout Drawings from the original 
Architectural and / or Structural Drawings provided to us. It is the responsibility of the 
Contractor or Owner to check and verify all dimensions, notes and details on the SIP Layout 
Drawings for compatibility with the Architecturals and other consultants’ drawings and 
existing conditions prior to commencement of work (check list for this follows). Premier 
SIPS are fabricated per these SIP Layout Drawings. Any discrepancies or missing items in 
these Layout Drawings should be noted.

4. Should any discrepancies or omissions be found, the Contractor or Owner must notify a 
Premier Representative in writing, as soon as possible so that corrections can be made 
before SIP fabrication begins. A Contractor should look through the plans carefully to 
ensure that all aspects of the SIP package can be constructed through their preferred 
means and methods prior to signing off on the SIP Layout Drawings.

5. The Contractor or Owner shall notify premier in writing of any changes to the site and field 
condition which may affect the SIP layout, prior to the start of SIP fabrication.

6. It is the Contractor’s or Owner’s responsibility to provide a level and square foundation 
to ensure a good fit of the Premier SIPS. Premier does not assume responsibility for 
any variances from the final signed Layout Drawings, including any specifications or 
adjustments required resulting from the conditions encountered on the job site.

7. The details on the Layout Drawings may not be all inclusive. SIPS must be installed per 
the Premier SIPS Resource Manual. All available construction details can be found in the 
Resource Manual or at www.premiersips.com.

8. Some dimensions can not be verified until constructed. Therefore, Premier takes no 
responsibility for field fabrication. Some field fabricated areas may have been highlighted 
on the SIP Layout Drawings, but may not be limited to only those areas.

9. It is the Contractor’s responsibility to determine all materials necessary for SIP installation. 
This includes verifying that the materials Premier will be providing (per the Contract of 
Sale) are adequate for the project and sourcing any additional materials required for SIP 
installation. All dimensional or engineered lumber, steel, etc. used for any purpose and 
not noted on the Layout Drawings, shall be supplied by others. Required support beams, 
columns, dimensional lumber and headers not noted on the Layout Drawings must be 
designed and supplied by others. Contractors should contact your Premier Representative 
for clarification on any material needs – ideally prior to SIPs production.
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10. SIP wall and/or roof Layout Drawings include locations of factory electrical chases as 
indicated in the legend below. Additional “custom” electrical chases may be added for a 
fee. All field cuts, including electrical and plumbing chases, must be in accordance with the 
Premier SIPS Resource Manual, or pre-approved by Premier.

11. The Contractor or Owner is responsible for verifying all SIP Layout Drawing dimensions 
to ensure compliance with Architectural and Structural Drawings. All corrections must be 
“red-lined,” including accurate dimensions, on SIP Layout Drawings in order for Premier to 
revise the Drawings. If applicable, indicate which end of the dimension will be relocating. 
Unchecked dimensions may result in the need for field fabrication.

12. Premier accepts no responsibility for Construction, Architecture, or Engineering.

13. Execution of work for installing a SIP package may require coordination with other trades 
(i.e. Electrician, HVAC,, Plumber, Window/Door Installer, etc.). This coordination is the 
responsibility of the Contractor.

14. All elevations drawn are viewed from the exterior unless otherwise noted.

15. When built properly a SIP building provides a tight envelope. It is the responsibility of the 
Contractor to ensure that the SIP structure is properly ventilated to ensure proper air quality 
and humidity levels.

16. It is the Contractor’s sole responsibility to ensure that all spline connections are properly 
seated into the SIP recesses and completely sealed with Premier Sealant per Premier 
SIPS Construction Details. Voids between spline connections/joints are not acceptable in 
a proper SIP installation. Only use expanding spray foam where indicated within Premier 
SIPS Construction Details, including but not limited to, penetrations, lifting holes, electrical 
boxes, top of SIP wall/roof connections, etc.

17. The Contractor is responsible to determine the proper weather barrier (i.e. building wraps, 
flashing, roof underlayment, etc..) to dry in the building envelope.

18. You may experience dimensional variances from the Layout Drawings as SIPS are 
assembled having gaps at SIP joints and additional miscellaneous construction variables 
such as fabrication tolerances, lumber post thickness variances, etc. Minor field cutting of 
the SIPS, to conform with the approved design, may be required to ensure that the total 
wall or roof assembly is completed per the construction drawings. Premier will add gaps as 
indicated on SIP Constuction Details between panel joints (typically 1/8” gap). 

19. Consult your Premier Sales Representative or Project Manager if field modifications to the 
SIPS are required due to deviation from the approved SIP Layout Drawings for any reason.
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PREMIER SIPS LAYOUT DRAWINGS REVIEW CHECKLIST 

Two rounds of revisions/edits are included in the initial pre-production services portion of the 
Premier SIPS Estimate. Additional revisions may incur additional fees.

When you have finished verifying the SIP Layout Drawings and have made any changes/
corrections, copy those changes directly on the Layout Drawings and send back to Premier for 
revisions prior to production.

This checklist is being provided for the express purpose of assisting our customers in the 
review of these SIP Layout Drawings against the plan set currently on file and for accuracy and 
completeness. This helps ensure the quality of the product and ease of construction in the 
field. Please feel free to contact your premier project manager with any questions or concerns 
that may arise during the review process.

 Confirm window rough opening locations & dimensions

 Confirm door rough opening locations & dimensions

 Confirm wall plate height dimensions

 Confirm roof pitches

 Confirm roof overhang dimensions

 Confirm beam sizes and locations

 Confirm design value criteria (this page)

 Confirm overall wall dimensions including steps in foundation if applicable

 Confirm floor thickness and dimensions

 Confirm SIP floor panels have solid blocking at point loads

 Denote any custom electrical chase locations with dimensions

 Sign the signature block in lower right corner of this sheet

Any and all discrepancies related to SIPS on site are the responsibility of Owner unless there is 
a difference between fabricated SIPS and signed SIP Layout Drawings. Premier holds first right 
of decision to replace, repair or pay for repair of all products in discrepancy with final SIP Layout 
Drawings.
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